8 7 6 S 4 3 2 1
45.95 52.30
40.80 15.0
| 33.25 | 2-02.8
1 h h ~ P —
PLLLLSL LS LL LY o 4 /%%
@) eevevesvee (@ 4 = & @—
66606060668 ~ w
2 S —
o &
6N
—17. 2—
fe}
©] 9
© ———" |9
| | L
( J i
At
3.0 W % 3.0 (— I
e
® ® q MR-34L D
® | Contacts Phosphor Bronze| Tin Plate Over Nickel
@ | Insulator PBT UL 94V-0 Blue
® | Hexgon nut Spee Nickel Plating Electrical Characteristics:
- — - - Rated voltage: 300V AC / r.m. s
(® | Small-sized phillips head screw Spce Nickel Plating Rated current: 3A / pin
@ | Cable clamp Spce Nickel Plating Contact Resistance: 30mQ max. at DC 100mA
Locki S Nickel Plati Insulator Resistance: 1000MQmax. at DC 100mA
© ockling screw pee reke ating Withstanding Voltage: 1000V AC / r.m.s 50Hz For 1 minute
@ | Spring lock SUS 304 Operating Temperature: —55° ~+105°
@ | Case body ABS+PC UL 94V-0 GREY
ITEM PART NAME MATETTALS NOTE PART  NAME: MR-34L Male Servo Connector For Cable PART NO: | BO1-MR34MS01-01
QUALITY SYMBOLS Toleance REV: A UNIT: mm DRW BY | CHK BY | APP BY [DRAWING NO.
u: X X +0.60 SCALE: N:1 | DATE: | 2018/03/11| Huangmei | Jack Chen MR—34L
X +0.40
CRITICAL MAJOR )
A 2018/03/11 NEW ISSUE Jack Chen xx  10.25 g by Ay I\ =
v Kinkuo  ZR5ETH # [H LT PR & 7]
SIDE | DATE DESCRIPTION APPROVER ZERO DEFECT S.P.C @ va N www.KinKuo.com
8 7 7 6 5 4 7 3 7 2 7 1




